T4548 Impromptu

CONSTRUCTION

YARN TYPE

DYE METHOD

GAUGE

STITCHES PER INCH
AVERAGE PILE HEIGHT
DENSITY FACTOR

WEIGHT DENSITY
PRIMARY BACKING

WIDTH

PILE WEIGHT / SQ. YARD
TOTAL WEIGHT / SQ. YARD
WEIGHT PER CARTON
SQUARE YARDS PER CARTON
TILES PER CARTON
CARTONS PER PALLET
SECONDARY BACKING

MAGIC FRESH

NBS SMOKE DENSITY (ASTM E-662)
RADIANT PANEL (ASTM E 648)
STATIC PROPENSITY

DOC FF1-70

GREEN LABEL PLUS

ADA COMPLIANT

WARRANTY INFORMATION

RECOMMEDED INSTALLATION

MADE IN THE USA

4.11.16

GRAPHIC LOOP
100% BCF SOLUTION
SOLUTION

110
12
0.087
5,793
81,102
NONWOVEN
24" X 24 TILES
14 OZ.

67.25 OZ.

35.76 LBS
8
18
16
OmniLoc™ MODULAR
PRODUCT)

ODOR NEUTRALIZING|
LESS THAN 450
CLASS |
LESS THAN 3.5 KV
PASSES
GLP 8595

YES
LIMITED LIFETIME WE|

LIMITED LIFETIME NO

LIMITED LIFETIME NO

LIMITED LIFETIME DIM

LIMITED LIFETIME NO

LIMITED LIFETIME STA

LIMITED LIFETIME STA

LIMITED LIFETIME CO

Quarter Tum

P.O. Box 1248, Dalton,
Technical Services Phone:
Email: tek.services@beaul

DYED NYLON

TREATMENT

AR WARRANTY

EDGE RAVEL WARRANTY
DELAMINATION WARRANTY
ENSIONAL STABILITY WARRANTY
ZIPPERING WARRANTY

TIC WARRANTY

IN WARRANTY

. ORFASTNESS WARRANTY

GA 30722
800-944-2840
eugroup.com

TILE WITH 40% + POST CONSUMER RECYCLED CONTENT (TOTAL



Y003 Avenues

Specification
Size: 6” x 37" Plank (exact measurement 6.1811” x 37/0866” or 157mm x 942 mm)
Total Thickness: 0.1181” (3 mm)
Wear Layer Thickness: 12 mil (0.3mm)
Finish: UV Cured Acrylic
Surface Finish: Crystal, IRE
Interlayer: Virgin PVC
Edge Description: Square
Number of Repeats: 6
Construction: Dryback
Installation: Residential & Commercial - Full spread glue down method using Luxury Vinyl Flooring Plank & Tile Adhesive

(GLVO1 - 1 gal, GLV04 - 4 gal.)

Above, On and Below Grade

Suitable over embedded radiant heated floors
Warranty: 15 Year Limited Residential Warranty

5 Year Limited Light Commercial Warranty

Coordinating Moldings

TH -Trim with Hardware SN - Stair Nose

2" x94” 2 x94”

PVC pPyC

Testing

Indoor Air Quality: Floorscore Certified
Impact Sound Transmission ASTM E492-09: 11C-61

Sound Transmission Loss ASTM E90-09: STC-74

Static Coefficient of Friction ASTM C1028: Dry-0.79, Wet-0.85

Beaulieu Lab Certified

Package Contents

Square Feet per Carton......... 25.47 Cartons per Pallet..................70

Pieces per Carton ............... 16 Square Feet per Pallet............1,782.90
Square Feet per piece ..........1.59 Pallets per Container.............. 18

Weight (Ibs) per Carton.............. 31.97 Square Feet per Container.......32,092.20
Colors

841 ABBEY 871 LOMBARD

881 BOURBON 961 MELROSE

551 BROADWAY 851 RODEO

For installation, warranty, care & maintenance contact Technical Services at 800-944-2840 or tek.services@beaulieugroup.com.

4.15.16
Beaulieu America Technical Services
P.O. Box 1248 1-800-944-2840

Dalton, GA 30722-1248 tek.services@beaulieugroup.com




